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Carson's Canyon
STRUCTURE INFO:
® Ages:2-50r5-12
o  Deck height: 4’
o  Deck: 36-3/4” punched steel, plastisol coated
e  Post Diameter: 3.5”
e  Posts: 13-gauge galvanized steel tube, powdercoated
®  Plastics: Heavy-duty rotomolded & blow molded components
®  Activities: 11 events
e  Capacity: 20-25 kids
e  Critical Fall Height: 5'0”
EVENTS:
e 5’ Double Slide
e 5’ Beanstalk Climber
e 4’ Straight slide
e  Ship’s Wheel Panel
e  Store Panel
e  Crawl Tunnel
e  Window Panel
e 4’ Vine Climber
®  Game Panel
®  Bass & Bongo Drums

(] Rain Wheel
USE ZONE: 27°1” x 38'5”

Carson’s Canyon is a great choice for a busy park, large apartment complex or church. It offers two slides including a Double
Slide. The Game, Window and Ship’s Wheel Panels add sensory play while on the structure and the Bass Drum and Rain Wheel
provide music and sensory play at ground level. The Store Panel encourages children to engage in dramatic play. Additionally,
the Vine and Beanstalk Climbers encourage children to use upper and lower body strength while developing important motor
skills.

This structure meets ADA guidelines and is commercially compliant with ASTM & CSPC. A ground spike surface mount is
included with the structure, but an anchor bolt surface mount or in-ground mounting kit can be purchased separately.

Perfect for easy-install, commercially compliant and budget-conscious solutions for daycares, churches and apartment
complexes! Assembly required. Truck delivery.
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Attn: BRIAN GWITTY Ship To Zip: 86327
7501 E CIVIC CIRLE

PRESCOTT VALLEY, AZ 86314

Phone: 928-759-3090

Fax: 928-759-5505

BWITTY @PVAZ.NET

Quantity Part# Description Unit Price Amount

1 UPPLAY-009-N UltraPlay - CARSON'S CANY ON- $10,999.00 $10,999.00
NATURAL

1 INSTALL UltraPlay - EQUIPMENT INSTALLATION $5,850.00 $5,850.00

UNLOADING, STORAGE, SITE PREP, SURFACING BY OTHERS SubTotal: $16,849.00

Discount: ($662.00)

Tax: $948.94

Freight: $864.06

Contract: USC Total Amount: $18,000.00

THISQUOTATION IS SUBJECT TO POLICESIN THE CURRENT GAMETIME PARK AND PLAY GROUND CATALOG AND THE
FOLLOWING TERMS AND CONDITIONS. OUR QUOTATION ISBASED ON SHIPMENT OF ALL ITEMSAT ONETIMETO A
SINGLE DESTINATION, UNLESS NOTED, AND CHANGES ARE SUBJECT TO PRICE ADJUSTMENT. PURCHASES IN EXCESS OF
$1,000.00 TO BE SUPPORTED BY YOUR WRITTEN PURCHASE ORDER MADE OUT TO GAMETIME, C/O Triple M Recreation.

Pricing: f.o.b. factory, firm for 30 days from date of quotation.

Payment terms: net 30 days for tax supported governmental agencies. A 1.5% per month finance charge will be imposed on all past due accounts.
Equipment shall be invoiced separately from other services and shall be payable in advance of those services and project completion. Retainage
not accepted.

Shipment: order shall ship within 30-45 days after GameTime's receipt and acceptance of your purchase order, color selections, approved
submittal's, and receipt of deposit, if required.

Freight charges: Allowed & prepaid

Installation: shall be by a Certified GameTime Installer. Customer shall be responsible for scheduling coordination and site preparation. Site
should be level and permit installation equipment access. Purchaser shall be responsible for unknown conditions such as buried utilities, tree
stumps, bedrock or any concealed materials or conditions that may result in additional labor or material costs.

Exclusions: unless specifically included, this quotation excludes all bonds, site work and landscaping; removal of existing equipment;
acceptance of equipment and off-loading; stor age of goods prior to installation; equipment assembly and installation; safety surfacing;
bordersand drainage provisions.
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GOVERNMENT PURTCHASING ALLIANCE

Page 1 of 2 CONTRACT # 110179
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480-315-9103 PH
800-235-2440 Toll Free
480-315-9991 FX
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SHIP TO CUSTOMER:

QUOTE
#62295
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PHONE NUMBER: PHONE NUMBER:
FAX NUMBER: FAX NUMBER:
EMAIL FOR ORDER ACKNOWLEDGEMENT:

COLORS: (PALETTE)

UPRIGHTS: DECKS:
ACCENTS: ARCHES:
PLASTIC: METAL ROOFS:
ROCK PLASTIC: GRIPS:

ROOFS: TUBES:

HDPE: 2 HDPE:

SWINGS:

Sales Associate's Signature

Customer's Signature Date
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PLAYSYSTEMS
UPlay Today™ Product Specifications
General System Specifications:

UPlay Today™ features 32" O.D. uprights with a high-strength aluminum alloy clamp fastening system
finished with a polyester powder-coat. All uprights shall receive factory installed deck clamps located at the
appropriate deck heights.

All decks and components shall connect using the aluminum clamping system. All climbing attachments
shall include either upright-mounted grab bars or a 15” wide deck entry archway to control deck access to
one child at a time and help prevent inadvertent falls.

UltraPlay shall offer the following warranties on the materials and components of the UPlay Today™ playsys-
tems:

+ 10-Year limited warranty on support posts (uprights)

« 5-Year limited warranty on metal parts including decks, pipes, rails, loops and rungs
» 3-Year limited warranty on rotationally molded polyethylene components

« 1-Year limited warranty on all hardware and all UltraPlay products in general

Clamps

All clamps are die cast, high-strength 102 aluminum and are powder-coated to match the post color. Fas-
teners for clamps are stainless steel special tamper-resistant pinned bolt with locking patch, and a heavy
hex locknut, which fits into either a hex or round shaped recess, cast into the clamp. The pinned bolt head
requires a special tool for fastening (provided with each structure), thus ensuring vandal-resistance.

Plastisol Coating

All metal deck platforms, steps and stairs are plastisol-coated. Each part is chemically washed and com-
pletely submerged in a special heat-activated primer and allowed to dry. Parts are then pre-heated and
immersed in liquid polyvinyl-chloride (plastisol). The PVC coating shall have a nominal thickness of .080” and
a hardness of Shore A 83 +/-5 normal durometer range. This material is classed as “Self Extinguishing’, meets
or exceeds automotive specifications NVS55302, and contains ultraviolet inhibitors to help prolong the life of
the coating. Standard color is brown. The following characteristics apply:

Tensile Strength - 2,800 psi
Elongation - 290 %
Tear Strength - 420 Ibs/in

This product meets or exceeds the heavy metal requirements of the CPSIA Act of 2008.

Powder-Coating Process

Powder-coat shall be an electrostatically applied formula of polyester powder. All components will be free
of sharp edges and excess weld spatter and shall be cleaned in an iron phosphate wash, as a rust inhibitor,

and a sealer to prevent flash rusting before coating. The coating shall have a super tough finish with maxi-
mum exterior durability and will have superior adhesion characteristics.



Rotationally Molded Plastics

All Rotationally Molded Products are manufactured from medium density polyethylene (UV-stabilized color).
The tensile strength of this material is to be 2500 PSI as defined by ASTM D638. The nomimal wall thickness
will be .250” (4”). All rotationally molded products shall meet or exceed the following specifications:

Melt Index (ASTM D-1238); Density (ASTM D- 1505); Tensile Values (ASTM D-638); Flexural Stiffness (ASTM
D-747); 1ZOD Impact Strength (ASTM D256); Vicat Softening Point (ASTM D-1525); Brittleness Temperature
(ASTM D746); Shore Hardness (ASTM D2240).

Blow Molded Plastics

All Blow Molded Products are manufactured from high-density polyethylene. The nominal wall thickness will
be .200”. All blow molded products shall meet or exceed the following specifications:

ASTM-D 1248 Type lll, Class A, Category 5; Melt Index (ASTM D-1238); Density (ASTM D- 1505); Tensile Values
(ASTM D-638); Flexural Modulus (ASTM D-790); 1ZOD Impact Strength (ASTM D256); Brittleness Temperature
(ASTM D746).

HDPE Components

Climbers shall be precision cut from a single solid sheet of .59" thick UV-stabilized extruded high-density
polyethylene. All edges shall have radiuses and all corners rounded for safe play.

Hardware

All nuts, bolts, and washers, with exceptions noted, shall be stainless steel Grade 304 in varying lengths, with
a vandal-resistant button-pinned head configuration and factory-applied locking patch. When allowed a
72-hour cure time, the locking patch will prevent the bolt from loosening without at least 4 times the instal-
lation torque. UltraPlay will supply the special tool required to turn vandal-resistant hardware with each
shipment.

Uprights - Steel

The posts shall be 3 1/2”0.D. 13-gauge galvanized steel tubing. Entire post is powder coated after fabrica-
tion.
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UPlay Today™ Warranty

UltraPlay Systems, Inc. warrants its products to be free from defects in materials and/or workmanship, sub-
ject to normal usage and installation, for a period of 1-year from the date of shipment to the original pur-
chaser. In the event of a claim under this warranty, UltraPlay Systems will replace the component at no cost
within the first 12 months from date of shipment to the original customer. Equipment not specifically ad-
dressed in the following paragraphs is also subject to this limited 1 year warranty against defects in materials
and/or workmanship.

TEN-YEAR LIMITED WARRANTY ON UPRIGHT POSTS
UltraPlay Systems provides a limited warranty on metal upright posts to be free from defects in materials
or workmanship against structural failure which causes the product to become unfit for its intended use,
subject to normal usage and installation, for a period of 10 years from the date of shipment to the original
customer.

FIVE-YEAR LIMITED WARRANTY ON METAL PARTS
UltraPlay Systems provides a limited warranty on metal decks, steps, stairs, rails, pipes, support posts, rungs,
loops, swing frame yokes and clamps to be free from defects in materials or workmanship against structural
failure which causes the product to become unfit for its intended use, subject to normal usage and installa-
tion, for a period of 5 years from the date of shipment to the original customer.

FIVE-YEAR LIMITED WARRANTY ON GROUND-MOUNT METAL PARTS
UltraPlay Systems provides a limited warranty on metal footers, inground footers, surface mount plates,
ground spikes, slide and climber mounting posts and plates to be free from defects in materials or work-
manship against structural failure which causes the product to become unfit for its intended use, subject to
normal usage and installation, for a period of 5 years from the date of shipment to the original customer.

THREE-YEAR LIMITED WARRANTY ON PLASTIC PARTS
UltraPlay Systems provides a limited warranty on the following plastic parts: slides, climbers, roofs, tunnels,
bridges, panels and border timbers. These components are warranted to be free from defects in materials or
workmanship, subject to normal usage and installation, for a period of 3 years from the date of shipment to
the original customer.

ONE-YEAR LIMITED WARRANTY ON HARDWARE
UltraPlay Systems provides a limited warranty on hardware to be free from defects in materials or work-
manship against structural failure due to breaking or shearing, subject to normal use and installation, for a
period of 1 year from the date of shipment to the original customer.

ONE-YEAR LIMITED WARRANTY ON HDPE CLIMBERS AND HDPE SPRING RIDERS
UltraPlay Systems provides a limited warranty on high density polyethylene (HDPE) climbers and spring rid-
ers against degradation for a period of 1 year from the date of shipment to the original customer.

ONE-YEAR LIMITED WARRANTY ON SPRING RIDER METAL PARTS
UltraPlay Systems provides a limited warranty on metal springs, bases and brackets of spring riders to be
free from defects in materials or workmanship against structural failure which causes the product to become
unfit for its intended use, subject to normal usage and installation, for a period of 1 year from the date of
shipment to the original customer.

ONE-YEAR LIMITED WARRANTY ON STRAP AND TOT SEAT
UltraPlay Systems provides a 1 year limited warranty on strap and tot swing seats against structural failure
that causes the seat to become unfit for its intended use. Additionally, chain, “S”- hooks and hangers are cov-
ered under a one-year limited warranty.



LIMITED WARRANTY ON SITE FURNISHINGS
UltraPlay Systems provides a five-year limited warranty on the finish of thermoplastic coated site furnishings
from the date of shipment to the original customer. Additionally, all site furnishings are guaranteed to be
free from defects in materials or workmanship for one-year from the date of shipment to the original cus-
tomer.

All warranties specifically exclude damage caused by man-made or natural disasters, vandalism, negligence,
improper installation or improper use, modification, changes in appearance resulting from weathering,
scratches, dents, discoloration, normal wear and tear, or marring as a result of public or private use.

Claims are limited to replacement of equipment only and do not include any costs associated with labor,
removal or installation of the original or replacement product.

Warranties are valid only if products are installed and maintained in accordance with UltraPlay installation
instructions and use of approved parts.

This warranty is applicable to the original owner only. Warranties are non-transferable.

Claim Procedure: To make a warranty claim, send your written statement of claim, photographs of defective
equipment along with the original purchase invoice or invoice number to:

UltraPlay Systems
Customer Service
1675 Locust Street
Red Bud, IL 62278

Or Contact a Customer Service Representative at:
1-800-458-5872

Within 60 days of notice of claim under warranty, UltraPlay Systems will make arrangements to replace the
damaged product. UltraPlay Systems will cover freight costs within the continental United States. UltraPlay
Systems is not responsible for freight costs associated with products located outside the continental United
States. UltraPlay Systems reserves the right to inspect all products identified as defective. Photos of defective
equipment may be required to accompany warranty claims.

Since warranty limitations and exclusions may vary from state to state, you should check any specific war-
ranty rights in your state.

Date of Purchase:

Purchaser:

UltraPlay Invoice Number:

Authorized UltraPlay Signature

Title

Visit UltraPlay on the web at www.ultraplay.com & www.uplaytoday.com

IPEMA

INTERNATIONAL PLAY EQUIPMENT
MANUFACTURERS ASSOCIATION

MEMBER




	cover page.pdf
	Fence Line Park

	Town of Prescott Valley





